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10 GA SUPPORT
WELDING DETAIL

SEAM WELD
TOP AND SIDES
(TYP. 4 CORNERS)

WELDING DETAIL
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MICROHOLD
DETAIL

Created: 1/2/2011 6:33:37 AM

BASE O.D. i
\ N
SEISMIC DESIGN CRITERIA:
“Ip =1.5
-Ss =.992 11"
MAX. HEIGHT
WIND DESIGN CRITERIA: W/ OR W/OUT ~
- 165 FT. TALL BUILDING MAX. PITCH
-GCr=1.9,1.5 S|
- EXPOSURE C CURBS TO HAVE A MINIMUM OF: [~
- 130 MPH, 3-SECOND GUST WIND SPEED - (2) ISOLATORS & (2) STIFFENERS PER LONG SIDE \
- RISK CATEGORY Il & IV - (0) ISOLATORS & (0) STIFFENERS PER SHORT SIDE ISOCURB
THE STANDARD PRODUCT DOES NOT INCLUDE THROUGH THE SIDE SERVICE HOLES DET Al L

1S-1812-016-CBC
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SECURE MICROHOLD
3)#10 x 1/2" TEK SCREWS
TYP. EACH HOLD)

MICROHOLD
ATTACH TO UNIT USING

3) #10 x 1-1/2" TEK SCREWS
TYP. EACH HOLD)

FULL PERIMETER
WOOD NAILER

16 GA STIFFENER
1-1/2" x 7" x BASE HEIGHT

16 GA CURB

STRUCTURALLY CALCULATED
VIBRATION ISOLATION CURB

MAX. UNIT WEIGHT 1781 LBS.

ANCHORAGE DETAILS TO ROOF:

Indianapolis, IN. : (800) 662-4622 TR P
. s WOOD ATTACHMENT:
Sparks, NV. (800) 884-4662 . 1.D. . (REF. DOUGLAS FIR)
(@]
. w (34) 1/4" x 3" SIMPSON SDS W/
Longview, TX. (903) 248-4800 : : ‘éVdSN%EER' e s
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R
MEETS SEISMIC REQUIREMENTS FOR 2 4) CORNER ANCHORS
2016 CBC & 2015 IBC . . el N
MEETS WIND REQUIREMENTS FOR . . c=3
130 MPH, 3 SEC. GUST, EXP C ¢ = SPACING @ CORNER ANCHORS

CURB

BEAM
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[ExvirATIONDATE € 3 @ -7 5 |

THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF MICROMETL CORPORATION. ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE WRITTEN PERMISSION OF MICROMETL CORPORATION. IS PROHIBITED.
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