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GENERAL SHEET NOTES:

1.

8.

CONTRACTOR TO VERIFY LOCATION AND SIZES OF
EXISTING DUCTWORK, PIPING, EQUIPMENT,
CONTROLS, ETC. PRIOR TO COMMENCING WORK. IF
SHOWN LOCATION OR SIZE DIFFER FROM PLANS,
LOCATE THE CORRECT SIZE ON SITE AND ADJUST
CONNECTION ACCORDINGLY. PROVIDE NEW DUCT,
PIPING, EQUIPMENT, CONTROLS AND ETC. IF ONE
IS NOT PRESENT.

CONTRACTOR TO DEMOLISH PIPE, DUCTWORK,
CONTROLS WIRING, ETC., INCLUDING PIPE,
DUCTWORK, WIRING NOT SHOWN ON THE
CONSTRUCTION DOCUMENTS. CAP ALL UNUSED
DUCT, PIPE AND WIRING TO OUTSIDE OF THE
AREA OF PROJECT SCOPE.

CONTRACTOR TO PROVIDE UL LISTED 3M FIRE
STOPPING AT ALL NEW AND EXISTING PIPE AND
DUCT PENETRATIONS, INCLUDING PENETRATIONS
NOT SHOWN ON THE CONSTRUCTION DOCUMENTS.

SOME DEMO AND NEW WORK FALLS OUTSIDE OF
THE OUTLINE OF THE PHASES OR PROJECT
SCOPE. CONTRACTOR IS RESPONSIBLE FOR
SETTING THE APPROPRIATE INFECTIOUS CONTROL
BOUNDARIES FOR EACH CONSTRUCTION PHASE.

CONTRACTOR TO KEEP RECORD OF NEW SYSTEM,
CONTROLS, PIPING, DUCTWORK INSTALLED AS
WELL AS EXISTING TO REMAIN, AND ITEMS
DISCOVERED OR ENCOUNTERED ON SITE THAT
WERE NOT SHOWN ON THE PLANS. THESE
INCLUDE SYSTEMS, DUCTWORK, PIPE, ETC THAT DO
NOT AFFECT OR ARE NOT PART OF THE PROJECT
SCOPE, BUT ARE WITHIN THE BOUNDARIES OF THE
PROJECT SCOPE. CONTRACTOR IS RESPONSIBLE
FOR PROVIDING AS—BUILT DRAWINGS THAT
ACCURATELY REFLECT THE CONDITIONS WITHIN THE
BOUNDARY OF THE PROJECT SCOPE AT THE END
OF THE PROJECT.

PIPING LOCATIONS SHOWN ON THE PLAN ARE
APPROXIMATE. CONTRACTOR TO VERIFY EXACT
LOCATION PRIOR TO COMMENCING WORK.

SEE P6.00 FOR PLUMBING LEGEND,
SCHEDULES AND DETAILS.

SEE M6.00—-M6.04 FOR MECHANICAL LEGEND,
SCHEDULES AND DETAILS.

B

@Q
(E)ROOF /OVERFLOW DRAIN

(E)2” VIR

(E) OUTSIDE AIR INLET '

ASSUMED TO BE

(E)RTU—1

D JL

2

|
T colt s 1T T
CIC1 Al EMH1L LCS1 DIF2 BCF2 DPL1 cbC1

LOCATE “OUTSIDE AIRINLET ON(E) RTU=1

@/ (E)ROOF DRAIN

O

' FROM SURFACE OF ROOF

TO CEIL

12”9 UP TO
DISCHARGE AT 6 FEET

- AND | OCATE EF—3ED QUTLET MIN. 25’ AW%X - - - - - - - - - - - - - - - -
|

12"¢ EXH DN

NG SPACE

~— REMOVE (E) EXHAUST

FAN ON ROOF AND

ASSOCIATED DUCTWORK

AND PATCH ROOF

TO MATCH EXISTING AROUND

NEW DUCT, SEE DETAIL 3/M6.01 FOR
DUCT PENETRATION DETAIL

/ (E)2” VIR

mPARTIAL MECHANICAL ROOF PLAN

1] 77=ro

“® o 2L
AN «—
_ >
(o) N
1 oy
2
— = -c'é“m
w = X
o S
- o
\J&
\ LU
= ©
s <
- o
S
<
o, AN
< =g
@) 58
o z 2
K2
U < ™0

|EXPIRES  12-31-2015 |

tal I

Lebanon Community Hosp

D
O)
-
5 . 8
N 3 5
5o
mfﬂ%
£
TR
"uzg,
ICI
T S s
O & &
] £ =z
N o 8

(P

ISSUE DATE:  06.05.2015

REVISIONS:
/B\ SAME DAY REV. 10-5-15

-
)]
£
(5]
(ol

PARTIAL

MECHANICAL

ROOF PLAN

P4.11



AutoCAD SHX Text
(E)2" VTR

AutoCAD SHX Text
(E)2" VTR

AutoCAD SHX Text
(E)1-1/2" VTR

AutoCAD SHX Text
(E)2" VTR

AutoCAD SHX Text
OD

AutoCAD SHX Text
OD

AutoCAD SHX Text
OD

AutoCAD SHX Text
RD

AutoCAD SHX Text
OD

AutoCAD SHX Text
(E)VTR

AutoCAD SHX Text
REMOVE (E) EXHAUST FAN ON ROOF AND  ASSOCIATED DUCTWORK AND PATCH ROOF TO MATCH EXISTING AROUND NEW DUCT, SEE DETAIL 3/M6.01 FOR DUCT PENETRATION DETAIL

AutoCAD SHX Text
EF

AutoCAD SHX Text
3ED

AutoCAD SHX Text
OAC

AutoCAD SHX Text
1

AutoCAD SHX Text
(E)

AutoCAD SHX Text
(E)

AutoCAD SHX Text
12"  EXH DNTO CEILING SPACE

AutoCAD SHX Text
(E)RTU-1

AutoCAD SHX Text
12"  UP TODISCHARGE AT 6 FEET FROM SURFACE OF ROOF

AutoCAD SHX Text
(E)2" VTR

AutoCAD SHX Text
(E)ROOF DRAIN

AutoCAD SHX Text
(E)ROOF/OVERFLOW DRAIN

AutoCAD SHX Text
2

AutoCAD SHX Text
M6.02

AutoCAD SHX Text
(E)

AutoCAD SHX Text
(E)

AutoCAD SHX Text
(E)

AutoCAD SHX Text
CIC1

AutoCAD SHX Text
RAF1

AutoCAD SHX Text
EMB1

AutoCAD SHX Text
ANG1

AutoCAD SHX Text
Coil Side

AutoCAD SHX Text
LCS1

AutoCAD SHX Text
ACC1

AutoCAD SHX Text
AFS5

AutoCAD SHX Text
DIF2

AutoCAD SHX Text
BCF2

AutoCAD SHX Text
DPL1

AutoCAD SHX Text
CDC1

AutoCAD SHX Text
ASSUMED TO BE (E) OUTSIDE AIR INLET

AutoCAD SHX Text
GENERAL SHEET NOTES: 1.  CONTRACTOR TO VERIFY LOCATION AND SIZES OF EXISTING DUCTWORK, PIPING, EQUIPMENT, CONTROLS, ETC. PRIOR TO COMMENCING WORK. IF SHOWN LOCATION OR SIZE DIFFER FROM PLANS, LOCATE THE CORRECT SIZE ON SITE AND ADJUST CONNECTION ACCORDINGLY. PROVIDE NEW DUCT, PIPING, EQUIPMENT, CONTROLS AND ETC. IF ONE IS NOT PRESENT.  2.  CONTRACTOR TO DEMOLISH PIPE, DUCTWORK,     CONTROLS WIRING, ETC., INCLUDING PIPE,     DUCTWORK, WIRING NOT SHOWN ON THE     CONSTRUCTION DOCUMENTS.  CAP ALL UNUSED     DUCT, PIPE AND WIRING TO OUTSIDE OF THE AREA OF PROJECT SCOPE. 3.  CONTRACTOR TO PROVIDE UL LISTED 3M FIRE     STOPPING AT ALL NEW AND EXISTING PIPE AND DUCT PENETRATIONS, INCLUDING PENETRATIONS NOT SHOWN ON THE CONSTRUCTION DOCUMENTS. 4.  SOME DEMO AND NEW WORK FALLS OUTSIDE OF THE OUTLINE OF THE PHASES OR PROJECT SCOPE.  CONTRACTOR IS RESPONSIBLE FOR SETTING THE APPROPRIATE INFECTIOUS CONTROL BOUNDARIES FOR EACH  CONSTRUCTION PHASE. 5.  CONTRACTOR TO KEEP RECORD OF NEW SYSTEM, CONTROLS, PIPING, DUCTWORK INSTALLED AS WELL AS EXISTING TO REMAIN, AND ITEMS DISCOVERED OR ENCOUNTERED  ON SITE THAT WERE NOT SHOWN ON THE PLANS. THESE INCLUDE SYSTEMS, DUCTWORK, PIPE, ETC THAT DO NOT AFFECT OR ARE NOT PART OF THE PROJECT SCOPE, BUT ARE WITHIN THE BOUNDARIES OF THE PROJECT SCOPE.  CONTRACTOR IS RESPONSIBLE FOR PROVIDING AS-BUILT DRAWINGS THAT ACCURATELY REFLECT THE CONDITIONS WITHIN THE BOUNDARY OF THE PROJECT SCOPE AT THE END OF THE PROJECT. 6.  PIPING LOCATIONS SHOWN ON THE PLAN ARE  APPROXIMATE. CONTRACTOR TO VERIFY EXACT    LOCATION  PRIOR TO COMMENCING WORK. 7.  SEE P6.00 FOR PLUMBING LEGEND,  SCHEDULES AND DETAILS. 8.  3" AND LARGER WASTE LINES UNDER GROUND TO BE SLOPED AT 1% PER FOOT.  8.  SEE ARCHITECTURAL INTERIOR ELEVATIONS FOR EXACT MEDICAL GAS OUTLETS AND MEDICAL VACUUM INLET LOCATIONS. 

AutoCAD SHX Text
GENERAL SHEET NOTES: 1.  CONTRACTOR TO VERIFY LOCATION AND SIZES OF EXISTING DUCTWORK, PIPING, EQUIPMENT, CONTROLS, ETC. PRIOR TO COMMENCING WORK. IF SHOWN LOCATION OR SIZE DIFFER FROM PLANS, LOCATE THE CORRECT SIZE ON SITE AND ADJUST CONNECTION ACCORDINGLY. PROVIDE NEW DUCT, PIPING, EQUIPMENT, CONTROLS AND ETC. IF ONE IS NOT PRESENT.  2.  CONTRACTOR TO DEMOLISH PIPE, DUCTWORK,     CONTROLS WIRING, ETC., INCLUDING PIPE,     DUCTWORK, WIRING NOT SHOWN ON THE     CONSTRUCTION DOCUMENTS.  CAP ALL UNUSED     DUCT, PIPE AND WIRING TO OUTSIDE OF THE AREA OF PROJECT SCOPE. 3.  CONTRACTOR TO PROVIDE UL LISTED 3M FIRE     STOPPING AT ALL NEW AND EXISTING PIPE AND DUCT PENETRATIONS, INCLUDING PENETRATIONS NOT SHOWN ON THE CONSTRUCTION DOCUMENTS. 4.  SOME DEMO AND NEW WORK FALLS OUTSIDE OF THE OUTLINE OF THE PHASES OR PROJECT SCOPE.  CONTRACTOR IS RESPONSIBLE FOR SETTING THE APPROPRIATE INFECTIOUS CONTROL BOUNDARIES FOR EACH  CONSTRUCTION PHASE. 5.  CONTRACTOR TO KEEP RECORD OF NEW SYSTEM, CONTROLS, PIPING, DUCTWORK INSTALLED AS WELL AS EXISTING TO REMAIN, AND ITEMS DISCOVERED OR ENCOUNTERED  ON SITE THAT WERE NOT SHOWN ON THE PLANS. THESE INCLUDE SYSTEMS, DUCTWORK, PIPE, ETC THAT DO NOT AFFECT OR ARE NOT PART OF THE PROJECT SCOPE, BUT ARE WITHIN THE BOUNDARIES OF THE PROJECT SCOPE.  CONTRACTOR IS RESPONSIBLE FOR PROVIDING AS-BUILT DRAWINGS THAT ACCURATELY REFLECT THE CONDITIONS WITHIN THE BOUNDARY OF THE PROJECT SCOPE AT THE END OF THE PROJECT. 6.  PIPING LOCATIONS SHOWN ON THE PLAN ARE  APPROXIMATE. CONTRACTOR TO VERIFY EXACT    LOCATION  PRIOR TO COMMENCING WORK.  7. SEE VAV BOX AND HEATING COIL VALVES SEE VAV BOX AND HEATING COIL VALVES SCHEDULES ON M6.00 FOR 2-WAY OR 3-WAY CONTROL VALVE. 8. SEE M6.00-M6.04 FOR MECHANICAL LEGEND, SEE M6.00-M6.04 FOR MECHANICAL LEGEND, SCHEDULES AND DETAILS. 9.   PROVIDE ACCESS PANEL IF NECESSARY IN     HARD LID CEILING OR WALL FOR ACCESS TO     VAV UNITS OR HVAC EQUIPMENT THAT      REQUIRES MAINTENANCE. 10.  PROVIDE VANES FOR ALL RECTANGULAR ELBOWS. 11.  PROVIDE MANUAL VOLUME DAMPERS IN ALL     DUCT BRANCHES TO DIFFUSERS. LOCATE AS     CLOSE TO MAIN TRUNK AS POSSIBLE IN      ACCESSIBLE CEILING.  12.  PROVIDE AIR FLOW RATE (SET TO      MAX. COOLING CFM) MEASUREMENTS FOR      EXISTING VAV TERMINAL UNITS ASSOCIATED WITH     (E) RTU-1. EXISTING VAV UNITS SHALL BE      RE-BALANCED AFTER COMPLETION OF REMODEL     TO RECORDED PRE-REMODEL VALUES UNLESS     NEW DESIGN VALUES ARE SHOWN ON THE      DRAWINGS.   12.  PROVIDE AIR FLOW RATE MEASUREMENTS FOR EXISTING DIFFUSERS IN THE LAB AREA (WEST OF CORRIDOR 248) SERVED BY EXISTING AIR HANDLING UNIT MZ-6. EXISTING DIFFUSERS AIR FLOWS SHALL BE VERIFIED AND RE-BALANCED AFTER COMPLETION OF REMODEL TO RECORDED PRE-REMODEL VALUES.

AutoCAD SHX Text
1/4"=1'-0"

AutoCAD SHX Text
PARTIAL MECHANICAL ROOF PLAN

AutoCAD SHX Text
P4.11

AutoCAD SHX Text
1

AutoCAD SHX Text
6

AutoCAD SHX Text
SAME DAY REV. 10-5-15


CLARK KJOS ARCHITECTS, LLC COPYRIGHT 2014

“® o 2L
AN «—
_ >
(o) N
1 o«
-~ M
- 283
| [ w c—t“x
4 S (T
- o
| |

\J&

I I !LIJ
| | - 0
e _ >
3
| | 0 <
<™ 28
9 _C\
S _/_Z”VTR_l T [ I . S O B3
- 2%
14 z 2
| | m-g
VU< S

|EXPIRES  12-31-2015 |

| (EJ EXHASUT FAN
(AﬁSUMED CAPACITY IS 1,000 CFM
/ AT| 0.5” W.C. ESP);
. Q PROVIDE. NEW EF—4ED

IF [THE EXISTING FAN DOES
NOT MEET DESIGN CRITERIA;
| SEE M6.01 FOR EF—4ED PERFORMANCE

tal I

| | (E)VIR - —
Q.
| | (/)
@)
| | 5 I
| | >
by
| | (E)VTR c
-
3"VIR E
. | =
| | O
| | o
| | C
I | : I a O
C
. . L © 8
L . / SR PLUMEING, VENTS 10 OUToDE A INVAKET " O o
LOUVER (OSA LOUVER) , - 1
2 e - . 1l I e
| ' a $ E
. | O g
! e [RD—1
i : | O ¢ Cc)-
| | C 3 ¢
| | | m c %
| oz
| ' © >
. . o § :
| | | % :é
©
2 5 6 O «© §
, o)
~_ GENERAL SHEET NOTES: m N E{\,)

1. CONTRACTOR TO VERIFY LOCATION AND SIZES OF
EXISTING DUCTWORK, PIPING, EQUIPMENT,

m CONTROLS, ETC. PRIOR TO COMMENCING WORK. IF
SHOWN LOCATION OR SIZE DIFFER FROM PLANS,

P’A,}R,Tl’?‘l— MECHANICAL ROOF PLAN LOCATE THE CORRECT SIZE ON SITE AND ADJUST
4 19) 1/4°=17-0 CONNECTION ACCORDINGLY. PROVIDE NEW DUCT,
PIPING, EQUIPMENT, CONTROLS AND ETC. IF ONE

IS NOT PRESENT.

2. CONTRACTOR TO DEMOLISH PIPE, DUCTWORK,
CONTROLS WIRING, ETC., INCLUDING PIPE,
DUCTWORK, WIRING NOT SHOWN ON THE
CONSTRUCTION DOCUMENTS. CAP ALL UNUSED
DUCT, PIPE AND WIRING TO OUTSIDE OF THE
AREA OF PROJECT SCOPE.

3. CONTRACTOR TO PROVIDE UL LISTED 3M FIRE
STOPPING AT ALL NEW AND EXISTING PIPE AND
DUCT PENETRATIONS, INCLUDING PENETRATIONS

(P

NOT SHOWN ON THE CONSTRUCTION DOCUMENTS. ISSUE DATE:  06.05.2015
4. SOME DEMO AND NEW WORK FALLS OUTSIDE OF REVISIONS:

THE OUTLINE OF THE PHASES OR PROJECT

SCOPE. CONTRACTOR IS RESPONSIBLE FOR

SETTING THE APPROPRIATE INFECTIOUS CONTROL & CCD # 1 5-9-16

BOUNDARIES FOR EACH CONSTRUCTION PHASE. A CCD # 05  4-14—17

5. CONTRACTOR TO KEEP RECORD OF NEW SYSTEM,
CONTROLS, PIPING, DUCTWORK INSTALLED AS
WELL AS EXISTING TO REMAIN, AND ITEMS
DISCOVERED OR ENCOUNTERED ON SITE THAT
WERE NOT SHOWN ON THE PLANS. THESE
INCLUDE SYSTEMS, DUCTWORK, PIPE, ETC THAT DO
NOT AFFECT OR ARE NOT PART OF THE PROJECT
SCOPE, BUT ARE WITHIN THE BOUNDARIES OF THE
PROJECT SCOPE. CONTRACTOR IS RESPONSIBLE
FOR PROVIDING AS—BUILT DRAWINGS THAT
ACCURATELY REFLECT THE CONDITIONS WITHIN THE
BOUNDARY OF THE PROJECT SCOPE AT THE END
OF THE PROJECT.

6. PIPING LOCATIONS SHOWN ON THE PLAN ARE
APPROXIMATE. CONTRACTOR TO VERIFY EXACT
LOCATION PRIOR TO COMMENCING WORK.

Permit Set

7. SEE P6.00 FOR PLUMBING LEGEND,
SCHEDULES AND DETAILS. PARTIAL

8. SEE M6.00-M6.04 FOR MECHANICAL LEGEND, MECHANICAL

SCHEDULES AND DETAILS. ROOF PLAN
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