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5 r—————————1 22'x22" THROAT
= o
T g BRDSCREEN DAMPER MOTOR
= & ALLAROUND
2 £ -~ DISCONNECT SWITCH
>
52 ANCHORRELEF - (WEATHERPROOF)
O HEADCOUNTER ™\ __ CURB MOUNTED
8 FLASHING CAP o o o MOTORIZED DAMPER
: TO CURB N 2NN TN TN
ROOF 5 7
o <l . RELIEF GRILLE OR
1 RELIEF DUCT SEE
ANCHOR AND SEAL 1 M " ReLEr buc
DUCTED RELIEF INSIDE
ROOF CURS "\ "\ RELIEF VENT LOUVER
TO HAVE MINIMUM OF
3 SQUARE FEET OF
FREE AREA PER
ELEVATOR CAR
OPERATING NOTE:
DAMPER TO BE NORMALLY CLOSED AND TO FAIL OPEN ON LOSS OF POWER.
DAMPER TO OPEN ON INPUT SIGNAL FROM FIRE ALARM PANEL.
DAMPER TO BE MOTORIZED CLOSED.
1 ELEVATOR RELIEF HOOD
NTS

DAMPER SHALL HAVE
ACTUATOR ACCESSIBLE
THROUGH THE GRILLE

DIFFUSER OR GRILLE WITH
FLANGE TO COVER SLEEVE

WALL

SLEEVE

POC DUCTWORK TO FSD SLEEVE
% DuCT

— FIRE DAMPER OR
COMBINATION FIRE SMOKE DAMPER

SECURE TO SLEEVE ONLY

' I:\
I RETAINING ANGLE

5 FIRE SMOKE DAMPER - AT GRILLE OR DIFFUSER

24"

NTS

3" SCHEDULE 40 PVC

1-1/2" #10 SCREW (TYP)
CLOSET FLANGE

ROOF
| /

9 REFRIGERATION LINES AT ROOF

HANG FAN FROM STRUCTURE
WITH MOUNTING BRACKETS
AND ISOLATION PADS

/—CEILING EXHAUST FAN

2

“~

N
EXHAUST DUCT SIZE
/AS INDICATED ON PLANS
/

SPEED CONTROLLERJ

(VERIFY WITH EQUIPMENT
SCHEDULE TO SEE IF
APPLICABLE)

EXHAUST GRILLE

\ NON-RATED CEILING

2 CEILING EXHAUST FAN - NON RATED LOCATION

NTS

6 FIRE SMOKE DAMPER - IN WALL

1X3/8" LAG BOLT

FOOT OF OUTDOOR UNIT

1-5/8" UNISTRUT

OUTDOOR UNITj\

1-5/8" UNISTRUT:

DOUBLE CONNECTION
36" LONG X 10" WIDE
CURB RAIL

\LONG DIMENSION /
PARALLEL TO T‘

PREVAII@\INDS | B U

ma

ISO PADS
TYPICAL AT
4 POINTS OF
CONNECTION

NTS

/ OUTDOOR UNIT

1-5/8" UNISTRUT

ISO PADS

1"X3/8" LAG BOLT
2"X1/4" LAG BOLT

FILL HOLE WITH
SILICONE CAULK

1 0 OUTDOOR UNIT AT ROOF

NTS
NO BOOSTER FAN THIS PROJECT
y
TS CELLNG
< (IF OPTION SELECTED)
5 SECONDARY LINT TRAP
[\ 4" 26 GA GALV DRYER DUCT PROVIDE 4" METAL
? DUCT WITH SMOOTH INTERIOR FINISH. DUCTS
SHALL NOT BE INSTALLED WITH SHEET METAL
- SCREWS OR OTHER FASTENERS THAT WILL
" DRYER OBSTRUCT THE EXHAUST FLOW
i SUPPORT DUCT EVERY 48 INCHES
— —— ]
| ——METAL DRYER BOX AT WALL
1 3 DRYER EXHAUST DETAIL
NTS

NTS
DRYER EXHAUSTING INFORMATION—USE METAL
DUCT ONLY VERTICAL AND HORIZONTAL DUCTING
BEST PERFORMANCE
. - Maximum length
( > of 4" dia rigid
L \ c
5 EF/ metal duct
L Exhaust hood type
F’I Number A B
2-1/2 of 90° 4" 2-1/2"
Domestic dryer models turns opening | ocpening
0 200 ft. 175 ft.
] 185 ft. 165 ft.
2 175 ft. 155 ft.
GE Front Load Long Vent 7.0 3 ]5% L. 145 ft.
cu. ft. capacity electric dryer 4 155 ft. 133 ft.
(GFDL) 5 145 ft. 125 ft.
14 DRYER VENTING CHART
NTS

~

~

225" UNIT HOLD DOWN CLIP  *

TO UNIT WITH (4) #12
TEK SCREWS

" 14 GA GALV STEEL i
4’ ALL DIMENSIONS ARE I.D. !
) 79 Ed FASTEN TOCURBAND |

-

(ADIMENSIONBASEDON

7

11

ROOFTOP UNIT MANF \ .

MANUFACTURERS/ N
PRE-FABRICATED Van

ROOF CURB

FASTEN CURB FLANGE

TO STRUCTURAL FRAMING—
WITH #12 TEK SCREWS AT
CORNERS AND MID-POINTS

OF EACH SIDE

ROOF CURB DETAIL

1/4" NEOPRENE FOAM GASKET

FASTEN EQUIPMENT BASE TO
MANUFACTURERS ROOF CURB

4" 14 GA UNIT HOLD DOWN CLIP
MINIMUM: 4 (1) EACH CORNER
MAXIMUM: 4'-0" O.C.

FLASHING FROM
ROOFING SYSTEM

N—ROOFING SYSTEM

AW
kROOF DECK

STRUCTURAL FRAMING
BELOW ROOF CURB

NTS
i 22" ! o
__T_ _____ ______t_r:
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[ || || _>| <_2"_[
IR
o 12
] =] 2" |
4
EXHAUST PLENUM TERMINATION
NTS

REMOVABLE CAP
(INSULATED)
A 2 -
' STYLEHOOD WITH .
| BACKDRAFT :
' DAMPER .
© S
>, BUG SCREENON >
RANGE AND HOOD
=
 EXHAUST A =
i N FLASHING |
" NOBUG SCREEN ROOF |
| ONDRYEREXHAUST §
EXHAUST DUCT FROM BELOW
DUCT SIZE AS INDICATED ON PLANS—"
4 VANDERPLOEG ROOF EXHAUST TERMINATION
NTS
OUTSIDE AR
HOOD KEEP 10'
FROM ANY INTAKE ROOFTOP GASPACK
DISCONNECT
BY ELECTRICAL
/ CONTRACTOR
j CONDENSATE
DRAIN WITH
P-TRAP TO
SPLASH BLOCK
ROOF CURB
SEEENLARGED [/ \}= — . — ROOF
DETAIL LEFT \ % (. : LT /
I PP TRRRL: L dddddy ] THERMOSTAT
l (. | | ~—~(T)IN SPACE BEING
| . | | SERVED BELOW
| | : | )
: RA o | l
| RA A FLEX CONNECTIONS AT
R BOTH SUPPLY & RETURN
8 PACKAGED ROOFTOP UNIT
NTS

4"@ DRYER EXHAUST INSULATE
LAST 5" OF DUCT (TYPICAL)

7" DEEP COLLECTOR BOX
EXHAUST PLENUM (VERIFY
EXACT DEPTH WITH GC)

LOUVER - SEE ARCHITECTURAL

6"0 RANGE EXHAUST INSULATE
LAST 5' OF DUCT (TYPICAL)

4"@ BATH EXHAUST INSULATE
LAST 5'OF DUCT (TYPICAL)

2" FLANGE ALL SIDES

. FACE MOUNTED BACKRAFT DAMPER

FAMCO LH4 SERIES WITHOUT BUG SCREEN

. FACE MOUNTED BACKRAFT DAMPER

FAMCO LH6 SERIES WITH BUG SCREEN

. FACE MOUNTED BACKRAFT DAMPER

FAMCO LH4 SERIES WITH BUG SCREEN

. SHEET METAL DIVIDERS AT PLENUM

1 2 DETAIL EXHAUST PLENUM

NTS

ARCHITECTURE

URBAN DESIGN + PLANNING

INTERIOR DESIGN

PORTLAND OREGON 97209
P: 503.445.7372
F: 503.445.7395
SERADESIGN.COM

@JAcoBs

| \/ m Consulting Engineers

2007 S.E. Ash St.
]IF‘ Portland. OR 97214
A PHN: (503) 2340548
FAX: (503) 234-0677
IINC. WWW.MFIA-ENG.COM
CONTACT: Mark Denyer
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GUARDIAN REAL ESTATE SERVICES, LLC
SE WASHINGTON STREET & SE MAIN STREET
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