UNIT SLEEVE TO BE WALL SLEEVE PROVIDED WITH UNIT TO

BE INSTALLED LEVEL IN ALL DIRECTIONS
N T CAULKED ALL AROUND —— A SLEEVE TO EXTEND 3/8" MINIMUM
MINIMUM 12" BEYOND EXTERIOR WALL SURFACE.

FROMCELNG SUPPLY ‘_\'_R%_ _——— SEAL AROUND SLEEVE ON ALL

1 LOUVERED——_ /' FOUR SIDES

DISCHARGE \

GRILLE o \ ALUMINUM ARCHITECTURAL GRILLE

\ COORDINATE WITH ARCHITECT AND HP
RETURN AR N
=) 2 \ MANUFACTURER. GRILLE TO BE
ARFILTER ——— | N \____ UPGRADE FROM STANDARD GRILLE
FINISHED | N PROVIDED WITH UNIT

FLOOR MIN 3-1/4" AFF ¢

@\DRAIN KIT FOR FIRST FLOOR UNITS
! \ (FURNISHED WITH UNIT)
\PLUMBING CONTRACTOR TO CONTINUE

ELECTRICAL RECEPTACLE 3/4" CONDENSATE DRAIN FROM DRAIN
FURNISHED BY ELECTRICAL KIT TO TERMINATION
CONTRACTOR

(ALTERNATE CONDENATE ROUTE)

NOTE: ANY DECORATIVE SCREENING LOCATED
AT THE EXTERIOR OF BUILDING OBSTRUCTING
f THE FREE FLOW OF AIR AT THE PTHP LOUVER
MUST A MINIMUM OF 68% FREE AREA AND
MUST BE APPROVED BY PTHP MANUFACTURER
TO MAINTAIN MANUFACTURER’S WARRANTY
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