4—6—4
CONFIGURATION

4”¢ DRYER EXHAUST, \

2" FLANGE, ALL SIDES

7" DEEP COLLECTOR BOX
) EXHAUST PLENUM
8 r 2”

/

LOUVER, SEE ARCHITECTURAL

FACE MOUNTED BACKDRAFT DAMPER

7,

"1 SINGLE DRYER VENT

' NOT TO SCALE
6.3/

DRYER/RANGE/BATH EXH VENT CAP WITH BACKDRAFT DAMPER, 4” PROJECTION
4” DUCT UP INTO JOIST SPACE

HANG FAN FROM STRUCTURE ABOVE
WITH MOUNTING BRACKETS, TYP.

MULTI SPEED CONTROLLER

WITH TIME DELAY AND T
MOTION SENSOR INPUT,
WHERE SPECIFIED.

I—CENTRIFUGAL IN—LINE/CEILING EXHAUST FAN

—VIBRATION ISOLATOR, TYPICAL
ALL MOUNTING LOCATIONS
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%

\ CEILING

GRILLE MOUNTED

MOTION SENSOR, CEILING GRILLE
WHERE SPECIFIED.

TRANSITION DUCT TO FAN CONNECTION SIZE
4" EXHAUST DUCT—

2 RESTROOM EXHAUST FAN

\M63/ / SCALE:DETAIL

STL. SLEEVES MIN. 16 GA.

1-1/2 X 1-1/2 X 16 GA. ANGLE

CODE APPROVED

— MINIMUM 3" SLEEVE PROJECTION,

EACH SIDE OF WALL

FIRE/SMOKE DAMPER ASSEMBLY -
= ; = S5
20 GAG. GALVANIZED SHEET METAL HOOD TO \
BE INSTALLED AFTER DUCTS ARE SET. 120V ACTUATOR !
> \ \ | DEDICATED DUCT MOUNTED SMOKE
| \__// DETECTOR FOR OPERATION OF LOCAL
°S° FIRE/ SMOKE DAMPER ONLY,
. S N %  COORDINATE WITH DIV. 16
MOUNT LINT TRAP S \
EXPOSED, ON WALL ABOVE /] \\i— 4”9 RIGID DRYER OR BATH VENT, OR 6% RANGE VENT A~cpss PANEL _//
DRYER - ) & o o _ PROVIDE END SWITCH ON DAMPER ACTUATOR(S)
_/ (AS SHOWN ON PLANS) TO PROVIDE ENABLE
UNISTRUT ANCHORED TO CURB \ / SIGNAL TO HVAC UNIT WHEN DAMPER
INLET LINT TRAP — . TRAP ACCESS. FANTECH CLAMP DUCT TO STRUT / == IS IN FULL OPEN POSITION
| DBLT OR EQUAL ouCT / ”
4" DRYER DUCT TO/FROM DAMPER - A #10 SCREWS @ 87"0.C. TYPICAL ALL SIDES
- 70 DRYER BOX POSITION VERIFICATION RELAY

e

73 LINT TRAP / 4\ TYPICAL ROOFTOP OQUTLET HOOD

\\MG.S /; DETAIL MO.J / NOT TO SCALE

FAN WHEEL, MOTOR AND
DRIVE ASSEMBLY.

SPUN ALUMINUM
FAN ENCLOSURE

DISCONNECT
SWITCH \
BIRDSCREEN
)
ANCHOR FAN CURB AND
COUNTERFLASHING FLASHING
BASE TO CURB
N AN VY .72l ROOF
M \\\ /’, \\\ /,, \\\ 7z ’ \\\ /’, : B
CURB MOUNTED
BACKDRAFT ‘\

DAMPER OR
2—-POSITION DAMPER

SEE SCHEDULE.
EXHAUST DUCT WHERE
APPLICABLE. ANCHOR

AND SEAL OFF INSIDE
CURB

"6 EXHAUST FAN
\\ng //' DETAIL

COORDINATE 120V ELECTRICAL,
CIRCUIT W/ ELECTRICAL
PROVIDE SWITCH DISCONNECT @ DAMPER

\ FIRE RATED

WALL

TO/FROM OTHER DAMPERS IN SYSTEM

"5 FIRE/SMOKE DAMPER W/SMOKE DETECTOR

| J
\MG}/ NOT TO SCALE

NOTE:

PROVIDE ALL REQUIRED CONTROL
WIRING TO ACCOMPLISH:

FIRE/SMOKE DAMPER — FIRE/SMOKE
DAMPER TO CLOSE UPON ACTIVATION

OF LOCAL SMOKE DETECTOR

EXHAUST DUCTS/FANS — FIRE/SMOKE
DAMPER TO CLOSE UPON SHUTDOWN OF

ASSOCIATED EXHAUST FAN.

GENERAL NOTES:

PROVIDE ACCESS IN_ CEILING OR WALL FOR
DAMPER AND SMOKE DETECTOR

SEE ELECTRICAL DRAWINGS
FOR WIRING INSTALLATION

SUPPLY OR RETURN DUCTS/FANS — FIRE/SMOKE

DAMPER TO CLOSE UPON SHUTDOWN OF
ASSOCIATED AIR HANDLING UNIT.
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