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FIRE ALARM MANUAL PULL STATION, +48" A.F.F. A.F.F. ?8RA38°§8|'{‘|'Q2NgOL';ER'L'J"gTTlg',—\I'—AT'ON OF ALL EQUIPMENT, WITH ALL TRADES PRIOR
* 275 COURT ST NE
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0 SMOKE DETECTOR, IONIZATION TYPE CATV  CABLE TELEVISION
© D. THE INSTALLING CONTRACTOR SHALL CONSULT WITH ALL OTHER TRADES PRIOR TO
SMOKE DETECTOR, PHOTO TYPE CCTV CLOSED CIRCUIT TELEVISION ROUGH—IN TO COORDINATE ANY ADDITIONAL BLOCKING, ACCESS, OR POWER PRELIMINARY
® HEAT DETECTOR, RATE—OF—RISE OR FIXED TEMP. CLG CEILING MOUNTED REQUIRED FOR DEVICES TO BE INSTALLED. NOT FOR
TRUCTION
@ FIRE MAIN FLOW DETECTION SWITCH (E) EXISTING E. THE CONTRACTOR SHALL IMMEDIATELY ADVISE THE ARCHITECT OF ANY DISCREPANCIES CONSTRUCTIO
DISCOVERED WITHIN THE DOCUMENTS.
v FIRE MAIN TAMPER DETECTION SWITCH FACP  FIRE ALARM CONTROL PANEL
Oy N F. ALL PRODUCT SUBMITTALS AND SUBSTITUTIONS SHALL BE PROVIDED TO THE
FIRE ALARM BELL, +80" A.F.F., U.O.N. FP FACEPLATE ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO PLACING ANY ORDERS.
FK FIRE ALARM HORN, +80” A.F.F. FS FLOW SWITCH (SEE FIRE ALARM SYMBOLS) e e o
N ” _ THE INSTALLING CONTRACTOR SHALL REFER TO THE ARCHITECTURAL DRAWINGS FOR BETWEEN THE ORIGINAL SIGNED AND SEALED
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I FIRE ALARM OUTPUT MODULE B JUNCTION BOX l. QléléullggilngNTWsORK SHALL BE DONE IN ACCORDANCE WITH PGE ELECTRICAL SERVICE PROJECT # 2017-053
: DATE: 07/12/2019
FIRE ALARM CONTROL PANEL N..C.  NOT IN CONTRACT
FIRE ALARM REMOTE ANNUNCIATOR OFCl OWNER FURNISHED, CONTRACTOR INSTALLED REVISIONS
® STAND ALONE — RESIDENTIAL SMOKE DETECTOR 120V W/ BATTERY OF Ol OWNER FURNISHED, OWNER INSTALLED
CARBON MONOXIDE DETECTOR RESIDENTIAL 120V W/ BATTERY P.A. PUBLIC ADDRESS DESIGN INTENT:
A. TELEPHONE AND DATA DESIGN AS SHOWN IS ROUGH—IN ONLY, PROVIDING BACK BOX AND
P.ET.  PROTECTIVE ENTRANCE TERMINAL CONDUIT TO ACCESSIBLE CEILING SPACE. FINAL DESIGN OF CABLING AND EQUIPMENT WILL BE
SD SMOKE DAMPER COMPLETED BY OWNER SELECTED VENDOR.
TS TAMPER SWITCH (SEE FIRE ALARM SYMBOLS) B. ACCESS CONTROL AS SHOWN IS ROUGH—IN ONLY, PROVIDING BACK BOX AND CONDUIT TO
NOTATIONS ACCESSIBLE CEILING SPACE. FINAL DESIGN OF CABLING AND EQUIPMENT WILL BE COMPLETED
TTB TELEPHONE TERMINAL BOARD BY OWNER SELECTED VENDOR.
@ DRAWING NOTE TYP. TYPICAL C. SECURITY SYSTEM DESIGN AS SHOWN IS ROUGH—IN ONLY, PROVIDING BACK BOX AND CONDUIT
.G UNDERGROUND TO ACCESSIBLE CEILING SPACE. FINAL DESIGN OF CABLING AND EQUIPMENT WILL BE
e COMPLETED BY OWNER SELECTED VENDOR.
DETAIL REFERENCE: TOP=DETAIL NO., BOTTOM=SHEET NO. U.O.N.  UNLESS OTHERWISE NOTED
W.G. WIRE GUARD
@ MECHANICAL EQUIPMENT MARK NO. (SEE EQUIPMENT SCHEDULE) W.P. WEATHERPROOF
X.P. EXPLOSION PROOF
‘® EQUIPMENT NO. (SEE EQUIPMENT SCHEDULE)

\_ NOTE: SOME OF THE SYMBOLS AND ABBREVIATIONS ON THIS LIST MAY NOT APPLY TO THIS PROJECT. )

ROUGH—IN MATRIX

SYSTEM DEVICE BACK BOX CONDUIT COUNT AND SIZE NOTES
<> ACCESS CONTROL APARTMENT ENTRY  PER SYSTEM DESIGNER (2) 1" CONDUITS 48" MAX A.F.F TO HIGHEST OPERABLE PART
@ ACCESS CONTROL CARD READER SINGLE GANG SEE DETAIL 1, T1.22 48" MAX A.F.F TO HIGHEST OPERABLE PART
<3> CCTV CAMERA SINGLE GANG (1) 3/4” CONDUIT CEILING MOUNTED U.O.N.

<4> AREA OF REFUGE CALL BOX PER SYSTEM DESIGNER (1) 1" CONDUIT COORDINATE HEIGHT WITH SYSTEM DESIGNER
<s> DATA WiFi SINGLE GANG (1) 3/4" CONDUIT CEILING MOUNTED U.O.N.

<e> TELEPHONE /DATA RESIDENT OUTLET SINGLE GANG MUDRING 3/4" FLEX TO SMART PANEL 18" A.F.F. U.O.N.

<> AUDIO/VISUAL AUDIO CONTROL SINGLE GANG (1) 3/4" CONDUIT COORDINATE HEIGHT WITH SYSTEM DESIGNER
DATA OFFICE OUTLET SINGLE GANG (1) 3/4" CONDUIT 18" A.F.F. U.O.N.
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