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GENERAL NOTES: O NOTES:
A. DRAWINGS ARE DIAGRAMMATICAL AND MAY NOT ACCURATELY REFLECT ACTUAL
COORDINATING THE INSTALLATION OF ALL EQUIPMENT THEY ARE INSTALLING, WITH MECHANICAL PLANS.

ALL TRADES PRIOR TO AND DURING CONSTRUCTION. 2. PROVIDE SMART PANEL WITH (2) 1" CONDUITS TO ACCESSIBLE CEILING SPACE

B. FOR VOICE/DATA OUTLETS IN COMMERCIAL SPACE, PROVIDE A SINGLE GANG FOR UTILITY CABLING TO DEMARCATION POINT.
MUD—RING WITH A 1” CONDUIT FROM THE TOP OF THE MUD—RING TO

CONSTRUCTION CONDITIONS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR 1. VERIFY THE EXACT LOCATION OF FIRE—SMOKE AND SMOKE DAMPERS WITH
3. VERIFY NUMBER OF DEVICES NECESSARY WITH FIRE SPRINKLER PLANS.

ACCESSIBLE CEILING SPACE. TERMINATE CONDUIT WITH END CONNECTORS AND ARCHITECTURE
LS ALl T S A LS v e Sl 4. PROVIDE FIRE SPRINKLER BELL OR WEATHER PROOF HORN—STROBE PER INCORPORATED
REQUIREMENTS SET BY THE AUTHORITY HAVING JURISDICTION.
SEPARATION. COORDINATE WITH ELECTRICAL. o SEEREERERES sR b BE AR ARIRVRIT ARV JRSEM IR e e couRT T e
, 5. PROVIDE 3/4” 4’8 FIRE RATED PLYWOOD BACKBOARD PER UTILITY CALEM, OF 975301 8443
C. PROVIDE 3/4” CONDUIT FROM FIRE ALARM, ACCESS CONTROL, SECURITY, AND REQUIREMENTS FOR DEMARGATION POINT. Sk LS LS )
CCTV LOCATIONS TO ACCESSIBLE CEILING SPACE WITH CABLE PROTECTION AT www.studioBarchitecture.com
BOTH ENDS. 6. STUB OUT 3/4” CONDUIT FOR CABLING ACCESS TO FUTURE CANOPY.
D. COORDINATE ALL DEVICE LOCATIONS WITH LATEST ARCHITECTURAL INTERIOR _
ELEVATIONS TO VERIFY DEVICES WILL NOT BE OBSTRUCTED. AL EauivEny, HEAD—END EQUIPMENT OF OWNER FURNISHED OWNER
E. PROVIDE PULL STRING IN ALL CONDUITS FOR LATER USE. 8. PROVIDE BACK BOX AND 3/4” CONDUIT TO ACCESSIBLE CEILING SPACE FOR
F. ALL PENETRATIONS THROUGH FIREWALLS WILL NEED FIRESTOP OF THE CABLING ACCESS TO PACKAGE DELIVERY SYSTEM.

APPROPRIATE RATING.

G. DO NOT SURFACE MOUNT ANY CONDUIT OR FIXTURE WITHOUT PRIOR APPROVAL
FROM ARCHITECT, IN ANY PUBLICLY ACCESSIBLE SPACE.

[ EXPIRES: July 5th. 2020 ]

IN THE EVENT CONFLICTS ARE DISCOVERED
BETWEEN THE ORIGINAL SIGNED AND SEALED
DOCUMENTS PREPARED BY THE ARCHITECTS
AND/OR THEIR CONSULTANTS, AND ANY COPY OF
THE DOCUMENTS TRANSMITTED BY MAIL, FAX,
ELECTRONICALLY OR OTHERWISE, THE ORIGINAL
SIGNED AND SEALED DOCUMENTS SHALL GOVERN.
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